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Quality With Best Service To Customer




Company Introduction

HYPERTech technology systems is a German company that has been established in 2003. HYPERTech produces

Data Centers and Telecom Racks and all Cabinets accessories, and all PVC Cable Duct and cable numbering.

HYPERTech is a collection of development of metal products, research and development of new products, and
large-scale production. HYPERTech takes "Quality with best service to customer” as an aim.

OUR VISION

In order to be globally competitor producing Cabinets, Data Centers, Cable Tai and Cable Duct from end to end,
HYPERTech earns their Customers through continuous improvement and innovation driven by the :

Integrity, loyalty and dedication of our team.

OUR MISSION

HYPERTech vision comes from factors that are driving the global infrastructure market:
1-The increased demand for high-speed connectivity devices and systems.
2- The trend of data center convergence.

3- The expansion of the communication infrastructure.

TRUMPF Laser Cutting Machine TRUMPF Punching Machine
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Cold Asile Containment System for Data Center

® Standard:Comply with ANSI/EIARS-310-D, DIN41491; PART1, IEC297-2, DIN41494, PART7, GB/
T3047.2-92 standard. Compatible with metric ETSI and 19 inch international standard.

@ Features:
1.Surface finish: degreasing, pickling, phosphoric, powder coating.complying with ROHS.
2.By adopting heavy duty pulley and aluminum alloy hanger rail,the sliding door can be opened and
closed easily. And the locks on the door are convenient for people managing the cold aisle channel.
3.The material of sliding door is double-deck cold-rolled sheet metal which make sure a good
intensity of the door,make sure a good intensity of the door,up of clear tempering glass which allow the
outside people checking thesituation of inside channel.
4.The support beam on the top of cold aisle channel is used for placing tempering glass. The thickness
of the support beam is 1.5mm.

@ Materials:Cold-rolled steel sheet.Thickness for hanger rail 2.0mm,support beam 1.5mm,sliding door
1.2mm.Heavy duty pulley.

@ Application:Mainly applied in Communications,Finance,Securies and Data center,etc.

www.hypertech.com.de




Safe,reliable and economical options.

Saving the space of server room and energy .

There is no need to build a specialized server room; office block room can be transformed as medium-
sized modular data center.

Medium-sized modular data center can be set up on concrete floor directly, which can reduce extra
auxiliary projects.

Support single row 300 mm airtight aisles setting, which can save server room floor space.

Support aisle lighting, server rack lighting, which can save electrical energy.

Supply cycle is short and quick installation,which can reduce cost effectively.

Schematic diagram of cold aisle containment
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Network Cabinet GS Series

-
i
o
]
H
ke
n
e
H
o
i
o
il
il
o
s
o
M
H

O W T

Model : GS

Feature: tempered glass front door, solid rear door.

GS Cabinet Package Contents:

® Cabinet Frame 2pcs @ Side Panel 2pcs

® Top Cover 1pc @ Bottom Panel 1pe
@ Glass Front door 1pc ® Solid rear door 1pc
® Cage nuls&scraws 1bag @ leveling feet 4pcs
@ Castor 4pcs @ Keys 1set

www.hypertech.com.de




HYPERTech®

Technology Systems

Specification
Model No. Capacity| Dimensions |paciaging (CBM) P;ckaging (CBM)
G518-6060 18U |600%600mm|  0.40 0.17
G518-6080 18U |600%800mm 0.53 0.20
GS18-60100 18U |600%1000mm 0.65 0.23
GS22-6060 22U |600*600mm 0.49 0.20
GS22-6080 22U |600%800 mm 0.63 0.25
GS22-60100 22U |600%1000 mm 0.78 0.30
G527-6060 27U |600*600mm | 0.57 0.23
GS27-6080 27U |600*800mm | 0.75 0.29
GS27-60100 | 27V |600*i000mm|  0.93 0.34
G532-6060 32U 600600 mm 0.66 0.28
GS32-6080 32U |6007800 mm 0.87 0.33
GS532-60100 32U |60071000 mm 1.10 0.38
6537-6060 27U | 600%600 mm 0.75 0.30
GS37-6080 37U |600%800 mm 0.99 0.35
GS37-60100 37U |600%1000 mm 1.23 0.42
GS42-6060 42U 6007600 mm 0.84 0.32
GS42-6080 42U |600%800 mm 1.10 0.38
GS42-60100 42U |600%1000 mm 1.37 0.46
GS42-8080 42U |800%800 mm 1.50 0.43
GS42-80100 | 42U |80071000 mm 1.82 0.54
GS42-80120 42U |800%1200 mm 2.16 0.61

OEM service

Standard:Comply with ANSI/EIARS-310-D,
DIN41491; PART1, IEC297-2,DIN41494; PART7,
GB/T3047.2-92 standard. Compatible with metric
ETSI and 19 inch international standard.
Material:Zinc plated mounting profiles, SPCC Cold
rolled steel.

Material thickness:Mounting
profile:2.0mm,mounting rails:1.5mm,others:1.2mm.
Loading Capacity:800kg.

Protection grade:|P20.

Ventilation Rate of Cabinet doors: =75%.

Surface Finish:Degreasing, Pickling, Phosphating,

Powder coating.

Color:RAL9004(Black), RAL7035(Grey white).

L e -

19" horizontal PDU

Grounding mark

www.hypertech.com.de

Pre-punched holes for cabling

Cooling fan unit (optional)




Network Cabinet GV Series
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Model : GV

Feature: tempered glass front door, vented split rear door.

GV Cabinet Package Contents:

@ Cabinet Frame 2pcs @ Side Panel 2pcs

@ Top Cover 1pc @ Bottom Panel 1pc

® Glass Front door 1pc ® Vented split rear door 1 pair
® Cage nuts&screws 1bag @ leveling feet 4pes

@ Castor 4pcs ® Keys 1set

www.hypertech.com.de




HYPERTech®

Technology Systems

Specification

' ModelNo. Mm ® Standard:Comply with ANSI/EIARS-310-D,
GV18-6060 18U | s00°oomm | 0.40 017 DIN41491; PART1, IEC297-2,DIN41494: PART7Y,

GV1B6080 | 180 cowsoomm | ©0S3 | 0320 GB/T3047.2-92 standard. Compatible with metric
oot ionl iiiision Wil Jifkikania ETSI and 19 inch international standard,
GV22-6060 T2 BO0BO0 mem 0.49 0.20 _ ] ) )
s s e el ® Material: Zinc plated mounting profiles,SPCC Cold
Qsa00on . | 3 [Gtidorm) e | O30 rolled steel.
CV27-6060 | 27U cop'seomm | 057 | 0.23
GV2 76080 U | goorsopmm | 0.75 0.29 @ Material thickness:Mounting profile:2.0mm, mounting
Gv27-60100 | 27U soo'woomm| 093 | 034 ;
GUsreose | 32U |wowcomm| ase | 0.8 rails:1.5mm,others:1.2mm,
GVIr60B0 | JaU | Goorioomm) of7 | 059 ® Loading Capacity:800kg.
GV3-&0100 320 |6O0"1000 men 110 038
GVIT-6060 | 37U B00600mm | 075 0.30 ® Protection grade:IP20.

¥ 1] R0 mm 0,99 055 b =3 4
e @ Ventilation Rate of Cabinet doors: =75%.
V360100 37U GO0 1000 mm 1.2% 042
GV46060. | 42U |Socsoomm | 0.4 0.32 ® Surface Finish:Degreasing, Pickling, Phosphating,
GV&2-6080 42U | BO0THOD me 110 it
GV42-60100 | 43U S001000mm 137 0.46 Powder coating.
GV&2-8080 u B0 e 50 043 :

el i d (2] VL @ Color:RAL9004(Black),RAL7035(Grey white).

GV 42-80100 &2U  BOU 000 mm 1.82 0.54
GV4l-80120 I 20 | BOOS 1200 mm 2.16 061

L i
QEM service Door frame with vented holes 19* horizontal PDU

Grounding mark Pre-punched holes for cabling Cooling fan unit {optional)

www.hypertech.com.de




Network Cabinet VV Series
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Model : VV

Feature: vented front door, vented split rear door.

VV Cabinet Package Contents:

@ Cabinet Frame 2pcs @ Side Panel 2pcs

® Top Cover 1pc @ Bottorn Panel 1pe

@ Vented front door 1pc @ Vented split rear door 1 pair
@ Cage nuts&screws 1bag @ leveling feet 4pes

@ Castor 4pes ® Keys 1sel

www.hypertech.com.de




HYPERTech®

Technology Systems

Specification
Model No.  |Capacity| Dimensions lpacragng co) Pockesing (Cor) ® Standard:Comply with ANSI/EIARS-310-D,
V186060 180 |600v600mm| 040 017 DIN41491; PART1, |IEC297-2,DIN41494; PART7,
VV18-6080 18U |600%800mm 0.53 0.20 GB/T3047.2-92 standard. Compatible with metric
VV18-60100 18U |600*1000mm|  0.65 0.23 ETSIl and 19 inch international standard.
Vv22-6060 | 22U |600%600mm |  0.49 0.20 @ Material:Zinc plated mounting profiles,SPCC Cold
VV22-6080 22U |600%800 mm 0.63 0.25
VV22-60100 22U |600%1000 mm 0.78 0.30 rolled steel,

" 27U | 600%6! . 0.23 3 : s . ;
VV27-6060 00%600mm | 0.57 @ Material thickness:Mounting profile:2,0mm,mounting
VV27-6080 27U |600800mm|  0.75 0.29
w27-60100 | 27V |600*1000mm|  0.93 0.34 rails:1.5mm,others:1.2mm.

VV32-6060 32U |600%600 mm 0.66 0.28 . .

V32-6080 320 |600°800mm | 0.87 033 ® Loading Capacity:800kg.

VV32-60100 | 32U |ccomocomm)  1.10 038 ® Protection grade:IP20.

VV37-6060 37U |600%600 mm 0.75 0.30

VV37-6080 37U |600*800mm|  0.99 0.35 ® Ventilation Rate of Cabinet doors: =75%.

VV37-6 37U |600%1000 mm 1.23 0.42 L . ) ; ;
3700100 - @ Surface Finish:Degreasing, Pickling, Phosphating,

VV42-6060 42U |600%600 mm 0.84 0.32

VV42-6080 42U |600%800 mm 1.10 0.38 Powder Cnatingl

VV42-60100 42U |600%1000 mm 1.37 0.46

VV42-8080 42U |800%800mm|  1.50 0.43 ® Color:RAL9004(Black), RAL7035(Grey white).

VV42-80100 42U |800%1000 mm 1.82 0.54

VV42-80120 42U |800%1200 mm 2.16 0.61

OEM service Handle lock for front door Hexagon vented mesh holes

S TTITTIECEL,

Grounding mark Pre-punched holes for cabling Cooling fan unit {optional)

www.hypertech.com.de




H1 Cabinet Package Contents:

® Cabinet Frame 1pc

@ Top Cover 1pc

@ Vented fronl door 1pc

® Cage nuts&screws 1bag

@ Castor 4pcs

® Combined accessories 6pcs

www.hypertech.com.de

Network Cabinet H1 Series

Model : H1

@ Side Panel 2pcs

® Bottom Frame 1pc

@ Split rear door 1 pair

@ levaling feet 4pcs

@ Keys 1sel

@ Cable management ring Gpcs

10



HYPERTech®

Technology Systems

Specification
_ Assembled @ Standard:Comply with ANSIEIARS-310-D, DIN41491;
Model No. Capacity | Dimensions | packaging (CBM)
PART1, IEC297-2 DIN41484; PART7, GB/T3047.2-
H1-6080 42U 600*800 mm 1.10 _
92 standard. Compatible with metric ETSI and 19 inch
H1-80100 42U 600%1000 mm 1.40
international standard,
H1-60110 42U 600%1100 mm 1.60
H1-60120 42U 60071200 mm 170 @ Material:Zinc plated mounting profiles SPCC Cold rolled
H1-8080 42U 800%800 mm 150 steel.Cabinet frame:Nine-fold section steel,
H1-80100 42U 800%1000 mm 1.85 ® Material thickness:Mounting profile:2.0mm, mounting
H1-80110 42U 800%1100 mm 2.00 rails:1.5mm,others:1.2mm.
H1-80120 42U 800%1200 mm 2.20 @ Loading Capacity: 1300kg,

@ Protection grade:IP20.

@ Ventilation Rate of Cabinet doors: =75%.

® Surface Finish:Degreasing, Pickling, Phosphating, Powder
coating.

® Color:RALI004(Black), RAL7035(Grey white).
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4 cable entrances on top cover The zincalume mounting profile Cooling fan unit
could be adjustable

Metal cable management ring Hexagonal holes mesh door Side panel with lock for internal
with moonlight lock devices safety

www.hypertech.com.de
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Network Cabinet H2 Series

H2 Cabinet Package Contents:

& Cabinet Frame 1pc

@ Top Cover 1pc

® Vented front door 1pe

@ Cage nuts&screws 1bag

@ Caslor 4pes

® Combined accessories 6pes

www.hypertech.com.de

Model : H2

@ Side Panel 2pes

® Bottom Frame 1pc

@ Split rear door 1 pair

® leveling feel dpcs

@ Keys 1set

@ Cable management ring 6pcs

12



HYPERTech”

Technology Systems

Specification
_ @ Standard:Comply with ANSI/EIARS-310-D, DIN41491;
PART1, IEC297-2,DIN41494; PART7, GB/T3047.2-
H2-6080 42U 600800 mm 1.10
82 standard. Compatible with metric ETSI and 19 inch
H2-80100 42U 600%1000 mm 1.40
international standard.
H2-60110 42U 60071100 mm 1.60
H2-60120 42U 6001200 mm 170 ® Material:Zinc plated mounting profiles, SPCC Cold rolled
H2-8080 42U 800800 mm 150 steel.Cabinet frame:Nine-fold section steel.
H2-80100 42U 800%1000 mm 1.85 ® Material thickness:Mounting profile:2.0mm, mounting
H2-80110 42U 800%1100 mm 2.00 rails:1.5mm,others: 1.2mm.
H2-80120 42U 800%1200 mm 2.20 @ Loading Capacity:1300kg.

@ Protection grade:IP20.

@ Ventilation Rate of Cabinet doors: =75%.

® Surface Finish:Degreasing, Fickling, Phosphating, Powder
coating.

® Color:RALS004{Black), RALT035(Grey white).

OEM service lock for front door lock for split rear door

Cable entrances on the bottom Zinc plated mounting profile with U Mark Cable management ring

www.hypertech.com.de
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Network Cabinet H3 Series

H3 Cabinet Package Contents:

® Cabinet Frame 1pc

® Top Cover 1pc

® Vented front door 1pc

® Cage nuts&screws 1bag

& Castor 4pes

® Combined accessornies 6pcs

www.hypertech.com.de

Model : H3

@ Side Panel 2pecs

® Bottomn Frame 1pc
@ Spilit rear door 1 pair
® leveling feet 4pes
@ Keys 1sel

14



HYPERTech®

Technology Systems

Specification
. Assembled
Model No. | Capacity | Dimensions | pscaging (cBM)
H3 60107 42U 600%1070 mm 1.10
H3 -75107 42U 600*1070 mm 1.40

Top cover with brush for cabling

Side panel with quick opening lock

www.hypertech.com.de
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Hexagonal holes mesh door with

@ Standard:Comply with ANSI/EIARS-310-D, DIN41491;
PART1, IEC287-2,DIN41494; PART?Y, GB/T3047.2-
92 standard. Compatible with metric ETSI and 19 inch
intermational standard.

@ Material:Zinc plated mounting profiles, SPCC Cold rolled
steel.Cabinet frame:Nine-fold section steel.

® Material thickness:Mounting profile:2.0mm, mounting
rails:1.5mm,others:1.2mm.

@ Loading Capacity: 1300kg.

@ Prolection grade:IP20,

@ Ventilation Rate of Cabinet doors: =75%.

@ Surface Finish:Degreasing, Pickling, Phosphating, Powder
coating.

@ Color;RAL9004({Black), RALT035(Grey white).

i
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Ventilated fixed shelf

3-point key lock

15



Network Cabinet WM Series

Model : WM

WM Cabinet Package Contents:

® Cabinet Frame 2pcs @ Side Panel 2pcs
® Top Cover 1pc @ Bottom Panel 1pc
® Glass Front door 1pc @ Keys 1sel

® Cage nuts&screws 1bag

Model:WhM-EO1 Model:WM-ED2 Model:WM-EQ3

www.hypertech.com.de
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HYPERTech®

Technology Systems

Specification

Madele: |1 ey | W ) | oeesh () ) Tiedia(ci | @ Standard:Comply with ANSI/EIARS-310-D,
WM4-54-45 4U 0.08
WME-54-45 6u 0.10 DIN41491; PART1, IEC297-2,DIN41494; PART7,
WM9-54-45 9u 543 450 0.14
WM12-54-45 12U 0.17 GB/T3047.2-92 standard. Compatible with metric
WM15-54-45 15U 0.21
WM18-54-45 18U 0.25 ETSI and 19 inch international standard.
WM6-54-60 6U 0.13
WM9-54-60 su 0.18 @ Material: SPCC Cold Rolled Steel.
WM12-54-60 12U 543 600 0.23
WM15-54-60 | 15U 028 | @ Material thickness:Mounting profile:2.0mm,mounting
WM18-54-60 18U 0.32
WME-60-45 6u 0.11 rails:1.5mm,others:1.2mm.
WMO9-60-45 9u 0.15
WM12-60-45 12U 600 450 0.19 . L
WM15-60-4s 15U 023 @ Loading Capacity:80kg.
WM18-6045 | 18U 027 | @ Protection grade:P20.
WM6-60-60 6U 0.15
WM9-60-60 9uU 0.20 L . - i
WM12-60-60 120 600 600 025 @ Surface Finish:Degreasing, Pickling, Phosphating,
WM15-60-60 15U 0.31 .
WM18-60-60 18U 0.36 Powder coating.

@ Color:RAL9004(Black),RAL7035(Grey white).

Pre-punched holes for cabling

Quick open side panel Pre—punched holes for air flow

www.hypertech.com.de
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Network Cabinet WMG Series

Removable and lockable side panel

Lockable Swing and mount part

Model : WMG

WMG Cabinet Package Contents:

® Cabinet Frame 2pcs ® Standard:Comply with ANSI/EIARS-310-D,

® Top Cover 1pc

® Giss Fronit doot 106 DIN41491; PART1, IEC297-2,DIN41494; PART7,
@ Solid rear door 1pc GB/T3047.2-92 standard. Compatible with metric

® Cage nuts&screws 1bag

@ Side Panel 2pcs ETSI and 19 inch international standard.

@ Eottom Panel 1pc ® Material: SPCC Cold Rolled Steel.
® Keys 1sal ® Material thickness:Mounting
Specification profile:2.0mm,mounting rails:1.5mm,others:1.2mm.
NS REENEEE o | oading Capacity:80kg,
WMG6-60 55 6U 0.15
WMG9-60 55 9U 0.19 . PFGTECﬁGH grade:'PED,
WMG12-60 55 12 600 550 025 ® Surface Finish:Degreasing, Pickling, Phosphating,
WMG15-60 55 15U 0.29 "
WMG18-60 55 18U 0.34 el SOy,
WMG6-60 60 6U 0.16 ® Color:RAL9004(Black), RAL7035(Grey white).
WMG9-60 60 9U 0.21
WMG12-60 60 12U 600 600 0.27
WMG15-60 60 15U 0.32
WMG18-60 60 18U 0.37

www.hypertech.com.de
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Network Cabinet Open & Slim Rack Series

Materials : SPCC high-quality cold rolled steel
Mounting profiles : Z.0mm

Mounting rails : 1.5mm

Other enclosures : 1.2mm

Cooling Fan : Two/Four optional 120mm AC cooling fans
Side panels : Removable with Easy Handy Latches
Doors : toughened glass front and vented mesh

rear doors with handle locks

Colors : Black-RAL9004; White-RALTO35:Grey-RALTO32
Surface Finish : Degreasing Pickling Phosphating.powder coating
Zinc Plated mounting profile

Meet IP20 Protection Grade

Secure, firm and reliable

Excellent Air Ventilation Design with AC 120mm Cooling Fans
Three Ways, Top, Bottom, and Rear Cabling Tunnels
Easy to install and maintain

Certification: 150 9001: 2000

Fans and PDU are optional

Rack Capacity : 5u 5lim

Rack Depth : 45cm

Weight Capacity : 60kg

Internal Width : 55cm

www.hypertech.com.de

Industry Standard : Complies with ANSIFEIA R5-310-D,IEC297-2,
DIN&1491:PART1,DINS 1494 PART7 GB/T3047.2-92 ;ETSI Standard
Capacity/Rack Units : 18u,220,270.320.3Tu,42u,4Tu

Loading Capacity : 150kgs

Materials : SPCC high-quality cold rolled steel

Thickness :

Mounting profiles:2.0mm;

Other enclosures:1.2mm

Colors : Black-RAL9004:White-RALT035;Grey-RALTO32

Surface Finish : Degreasing Pickling Phosphating powder coating
19" Open rack with 2 posts

Can be bolted directly to floor

Maximum access for cable management and equipment maintenance
Easily assemble and dis-assamble for delivery, low-cost

Range of shelves and accessories available

@ Various optional accesories according to require ments

(cable management solts, removable working panel, etc).
Certification: 150 9001:2000

Network Cabinet Slim Rack Series

19




HYPERTech®

Technology Systems
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Cage nuts and screws Leveling feats Castor
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Handle lock Moonlight lock Round lock
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Metal cable management rings A Series cabinet combined accessories H series cabinet combined accessories

> P

Blanking Panel Fixed shelf Sliding shelf

<

Fan Units A series cabinet base H series cabinet Base

>

6 ways universal sockats 6 ways UK type PDU 8 ways Euro type PDU

www.hypertech.com.de
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HYPERTech”

Technology Systems

HYPERTech Technology Systems Co., Ltd

Address : 2 Am Sportplatz Rosdorf, Gottingen, Germany. Ofe40|

Phone : +49-157-7867-4533 Email : info@hypertech.com.de ﬁ'
website : www.hypertech.com.de Sales: sales@hypertech.com.de [=];




